
POE SWITCH

Model Description

GNT-P9206EA

4FE+2FE(UP-LINK)
■2*100Mbps Up-link +4*100Mbps PoE port
■Ports(1-3)Support IEEE 802.3af/at protocol

■Ports(4)Support IEEE 802.3af/at/bt 60Wprotocol
■6KV Lightning protection,8KV electro-static protection,Short-circuit

protection,Over-Temperature protection,Preventing surge
■AI Watchdog 2.0 :Automatic detection,Automatic restart.

■Bandwidth:1.2Gbps
■Mac address: 2K

■Max transmission distance: 130M(100Mbps)/250M(10Mbps)
■Power input: AC 90~240V / 65W / 50～60Hz

■Size: 187*139*43mm

GNT-P9828V6

8FE(PoE)+2FE(UP-LINK) AI PoE Switch
■2*100Mbps up-link +8*10Mbps/100Mbps PoE port

■Ports(1-6)Support IEEE 802.3af/at protocol
■Ports(7-8)Support IEEE 802.3af/at/bt 60W protocol

■6KV Lightning protection,8KV electro-static protection,Short-circuit
protection,Over-Temperature protection,Preventing surge
■AI Watchdog 2.0 :Automatic detection,Automatic restart.

■Bandwidth:2Gbps
■Mac address: 2K

■Max transmission distance: Ports(1-2)250M(10Mbps)
 Ports(3-8)130M(100Mbps)

■Power input: AC 90~240V / 120W / 50～60Hz
■Size: 187*139*43mm



GNT-P4813V6

15FE & 1GE+2GE(UP-LINK)+1SFP
■1*1000Mbps SFP Port+2*1000Mbps Uplink ports +1* 1000Mbps PoE

port(Compatible uplink) + 15*100Mbps PoE ports
■Ports(1-14)Support IEEE 802.3af/at protocol

■Ports(15-16)Support IEEE 802.3af/at/bt 60W protocol
■6KV Lightning protection,8KV electro-static protection,Short-circuit

protection,Over-Temperature protection,Preventing surge
■AI Watchdog 2.0 :Automatic detection,Automatic restart.

■Bandwidth: 11Gbps.
■Mac Address: 8K

■Max transmission distance: 250m
■Power input: AC 90~240V / 300W / 50～60Hz

■Size: 430*180*45mm

GNT-69P31

3 Ports Cascade UPoE Extend Switch
■support cascade 5 times

■Support IEEE 802.3af/at/bt protocol
■Bandwidth: 0.6Gbps.
■Mac Address: 2K

■Max transmission distance: 130 m
■Power input: PoE powered

■Size: 102*35*21mm

GNT-5313AB

PoE Synthesizer separator Converter
■Support IEEE 802.3af/at protocol
■Max transmission distance: 130 m




